


Sample layout of the Family Coaster 

FEATURES 

STANDARD FEATURES 

• Welded alloy steel chassis 
• Precision pipe rolling for accurate fit in the field
• Hand-laminated fiberglass bodies 
• Individually molded bucket seats 
• Multi-position locking lap bars 

SPECIFICATIONS 

SEATING 

Passengers per train ............................................... 20 
Maximum passengers per hour ............... 550 w/ 1 train 
Loading ................. all passengers simultaneously per car 
Minimum passenger height ................ 36" with an adult 

. .... .... .... .... .... .... .... .... .... ................ .42" may ride solo 

PERFORMANCE 

Maximum speed ............................ 35 mph (56.3 km/h) 
Ride Time ..................................... Approx. 1.5 minutes 
First Drop .............................................. 55 ft ( 16.8ml 

• 

• 

• 

• 

Redundant locking mechanisms 
Fail-safe, multi-train operations 
Custom track configurations 
Custom coach bodies available 

TRACK 

Track Length .................................... 1200 ft (365.8 m) 
Track Layout Area .................................. 141 ft x 139 ft 
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Specifications are effective as of publication date. Because we try to 

improve every Chance Rides product, these specifications are subject 

to change without notice. Dimensions given are approximate. For 

actual dimensions and installation specifications, please refer to Chance 

Rides foundation drawings. This ride conforms to all applicable ASTM 

amusement ride standards in effect on the date of manufacture . 
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